





ANDERSEN ELECTRIC

Add device

There are 3 methods to add the device.

3-Blue toothmode Work office v/ (+) JD
1.Power on the indoor unit,no need to launch the air conditioner. X
2.Click"+"in the upper right corner of the "Home" screen or tap “Add device” on the
room which has no device.

3Tap the “Air conditioner (BT+Wi-Fi)" logo.

4.Make sure Blue tooth of your smart phone is available.

5Tapinthe upper right corner and choose “Bluetooth” then follow the comments on
the screen to reset the Wi-Fi module then check “Confirm the blue toothis reset” and

fap"Next".

6.5elect one of the found device and tap* +" -
7.Input the password of the Wi-Fi which the same as your smart phone connected, Addbevice X
then tap “Next".

8.You cansee the percent rate of connecting process, at the same time
“PP""SA""AP" shining in furn on the indoor display.

Home Me

“PP"means “Searching the router”
"SA”means “connected to the router”
"AP" means “connected to the server”

< Add Manually  Auto Scan

Reset the di  CFMode Default Reset the device first.
= B = Method1:When there = 1 Method1:When there is a DISPLAY key on the
remote control, press AP Mode remote control, press the DISPLAY key 6 times
Air Conditior Fresh Ar split Air in the time of 8 secon WLAN  Bluet Sound in the time of 8 seconds; when there is no.
(BT+Wi-Fil Purifier Conditioner DISPLAY key on the re + Bluetooth DISPLAY key on the remote control, press the
ECO key 6 times in the wie ur o sevunius win ECO key 6 times in the time of 8 seconds until
the device beeps twice and the LCD screen 1) @ > o the device beeps twice and the LCD screen
E show “CF” . show “CF” .
= Method2:Press the General key 9 times in the TR (R Apan WD Method2:Press the General key 9 times in the
Security WindowType  Portable Air time of 8 seconds untilthe device beeps twice time of 8 seconds untilthe device beeps twice
Camera Air Conditioner  Conditioner and the LCD screen show “CF” . [=] o and the LCD screen show “CF” .
e
Location  Screenshot  Screen /(
Recorder / - '-
8 @3 o ( -
* —O * SR
Dehumidifier Swimming o /
Pool H/P

e

A\

Resetting Devices >

S:me device is reset,

< Add Device

Resetting Devices >

© Confirm the device is reset.

Next

X Select 2.4 Ghz
Bluetooth Search Select Device to Add Wi-Fi Network and

Device added
enter password

The search process may take up to successfully

two minutes. Please do not perform (=) Air conditioner If your Wi-Fi is 5GHz, please set it to

any operations during this time. b0 2.4GHz.Common router setting samolel — Rename the device
method ple
O
—  Selectthe locationroom

& Password ®
Scanning nearby devices...
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Air conditioner control

The device control screen will pop up automatically after adding the device.
The device control screen will pop up manually by tapping the device name on the home screen.

Note:

I
\O/

AN

All Devices

Home

my home v/ +

Welcome home

Set your home location, get more =,
information

Living Room Master Bedr

There are two different confrol forms base on different software or Wi-Fi module firmware.
Please read the manual carefully base on the real controlinterface.

Control form1

< Sample2 7

©

LA
N //////

73"

Set Temperature

\}

Wiy,
\\\\ /////
N

7
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2%

B BN

"o & = O
Mode Fan Function  Timer

Control form2

Samplel

© @ & @

ON/OFF Mode FanSpeed Precision

Air Flow
Eco Sleep Timer More




Air conditioner control

Control form1

Backtothe
Home screen

Indlicator of
setting temperature

Decrease the
sefting temperature

- < Sample2 Z ]

g,

S Z
= 2 3°C E
— ==
= =
— SetTemperature ~

7 S

v’ A S AN
L) 4%

|- .z.

=
Mode Fan Function Timer

Device details
and management

Turn ON/OFF the
air conditioner

Selected Mode/Fan speed/
Functions indicator

Increase the
setting femperature



Air conditioner control

Control form 1- Mode setting

1.Tap Mode to pop up the Mode screen.
2.Select one of the mode Feel/Cool/Heat/Dry/Fan.
3.Tap anywhere around the setting temperature to

cancelthe Mode setting.

< Sa mple2

W,

7,
2 3 :
SetTemperature

2,
y
* A

7

IR

////

®

Mode

Dry Fan
Q5 b =
WLl Fan  Function Timer

Control form 1-Function setting

1.Tap Functionto pop up the Function screen.
2.Select one of the functions Sleep/Turbbo/ECO.
3.Select UP-DOWNY/LEFT-RIGHT for auto swing with direc-

tion of UP-DOWN/LEFT-RIGHT.

4.Tap anywhere around the setting femperature to

cancelthe Function setting.

Control form 1- Select fan speed

1.Tap Fan to pop up the Fan screen.

2.Select one of the fan speed High/med/Low/Auto.
3.Tap anywhere around the setting temperature to

cancelthe selection.

< Sa mple2 z

S

N %
S Z
= 23" =
§// SetTemperature§
4 N

HOX

Fan

< Sa mple2 Z
\\\\\\\l | Il//////

73"

SetTemperature

FHALOOC

Z
\

\\\\\\\l 11} Wy,
/
KN

Fun ction

Sle ep % ECO

UP-DOW@EW-RIGHT

LR ®
Mode Fan an

‘ Timer
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Control form 1-Timer adding

© 9

Low Auto

= O]

! :
Mode -,-‘Function Timer

1. Tap Timer to pop up the Add Timer screen.

2.Tap AddTimer.

< Sample2 Z

©

7

W
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73"

Set Tem perature
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FANEH
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" % = ©]

Mode Fan Function Timer ‘

< Add Timer °




Air conditioner control

Control form 1-Timer adding

3.Selectthe time, select the repeat days and Timer on/off.

4.Selectthe Mode/Fan speed/Function and select the setting temperature for Timer on.

5.Tap Saveto add the timer.

Save

Cool >
Auto »

23T >

Timer on
Timer cancel Cancel Add Timer
Hourseing | SR R
Timer Off
Timer On
Modesetting —F Mode
FanSpeedsetting — Fan
Temperature setting — SetTemperature
Function

Timer off

Cancel Add Timer Save

Select days to use Smart Mode

2000000

0_

Timer Off

Timer On

Timer subomit

L Minutfe setfting

— Weekly setting

— Timer ON/OFF setting

Control form1-Timer Management

1.Tap the bar of timer to edit the Timer like the Timer adding process.
2. Click the switch to enable or disable the Timer.

3.Holdind the bar of Timer about 3seconds and pop up the Remove Timer screen, tap CONFIRM and remove the Timer.

e

12:20
Once
Timer:Off

12:20

Add Timer

T OO

Mon, Tue, Wed, Th  urs

Timer accuracy i s-/+30secon ds

Timer:On 16 ‘C Cool Turbo UP

O

-DOWN

Remove Ti mer

Remove the timer?

CANCEL CO  NFIRI
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Air conditioner control

Control form 2

The main controlinterface

Backtothe S

amplel Tips
Home screen
Name of the device
Currentmode
Decrease the Increase the
sefting femperature sefting temperature
Differentlbackground for
differentmode:
Cool/Heat/Dry/Fan/Auto
Selected Functions
indicator
Poweron/off ——— o * —  Function Buttons
00
ON/OFF Mode FanSpeed Precision Note: it may appear slightly different,
Air Flow depending on the air conditioner model.
@ @ Example as below:
@
Eco Sleep Timer More
Mode Fan Speed Swing Flow

Q.
Eco

Turbo Sleep Timer
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Air conditioner control

Control form 2 - Mode setting

1.Tap the Mode button.

2.There are 5 modes on the Mode screen, tap one button fo set the Air conditioner working mode.
3.Tap the X button to back the main control screen.

4.The mode and background will change on the screen.

Samplel Samplel

Note: please read the details of eachmode
in the user manual to control more comfortable.

Mode

0O @@ @ @9@@

ON/OFF Mode FanSpeed Precision Cool Heat

Air Flow
,ﬁ
) )
Eco Sleep Timer More Auto

Control form 2 - Fan speed selection

1.Tap the Fan speed button.

2.Choose your desired fan speed and tapit.

3.Tap the X button to back the main control screen.

4.The selected fan speed indicator will appear on the screen.

Mode | Fan Speed

Cool All speeds

Fan All speeds

Samplel Samplel

Dry

Heat All speeds

Auto | Allspeeds

Note: Fan Speed can'tbe adjusted on Dry mode.

Note: Fan Speed screen may appear slightly

different ,depending on the air conditioner model.
Fan Speed X D
Example as below:
©
ON/OFF  Mode Fan Speed Precision Turbo hgh  MidHigh  wig T Fan Speed
Air Flow ‘ :
Sleep Timer More Mid-Low Mute Auto h|gh Mid Auto
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Air conditioner control

Control form 2 - Air Flow control

1. Tap the Precision Air Flow button or Swing Flow button.
2.Choose your desired air flow and fap .

3.Tap the X button to back to the main control screen.
4.The selected air flow indicator will appear on the screen.

Note: For some models without auto Left-Right wind, If you active it, you will hear a beep,bbut no any actions.

Samplel < Precision Air Flow < Precision Air Flow

Up-Down Flow Control ‘ Left-Right Flow Control Up-Down Flow Control ‘ Left-Right Flow Control
Up-Down Upwards Downwards Left-Right  Left Middle Right
Swing Swing Swing Swing Swing Swing Swing

Center-Left Center-Right Wide

Top Fix Upper Fix Middle Fix Swing Swing Swing
Lower Fix Bottom Fix Left fix  Center-Left Middle Fix Center-Right
Fix Fix

ON/OFF Mode FanSpeed Precision
Air Flow
Right Fix ~ Whole Left Wide  Right Wide
Anger Fix  Angle Fix  Angle Fix

Eco Sleep Timer More

Note: The Main control screen and Air Flow screen may appear slightly different, depending on the air conditioner model.
Example as below:

Samplel

Samplel

O( 255 )@

& Left-Right Flow

©®@® O,

ON/OFF Mode Fan Speed Swing Flow

e e

Turbo Eco Sleep Timer

Swing Flow X
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Air conditioner control

Control form 2 - ECO function

1.For Eco function, just fap the button fo activate the function, the button will be lighting and the indicator will appear on the screen.
2.Tap again to disable the function.

3.Temperature controlled for some air conditioner model:

In Cooling mode, the new setting temperature will = 26°C.

In heating mode, the new setting temperature will < 25°C.

samplel Sample1 Mode | ECO enabled
Cool Yes
Fan
Dry
Heat Yes
Auto

ECOis disabled on Fan/ Dry/Auto mode.

©@®E| O ®E

ON/OFF Mode FanSpeed Precision ON/OFF Mode Fan Speed Precision

Air Flow Air Flow
Eco Sleep Timer More Eco I Sleep Timer More

Note: The Main control screen and ECO control method may appear slightly different, depending on the air conditioner model.
Example as below:

Samplel

© & & @

ON/OFF Mode Fan Speed Swing Flow

® QO @

&

Turbo Sleep Timer

Note:
ECO s disabled on Turbo/Sleep mode too for some air conditioner model.
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Air conditioner control

Control form 2 - Sleep function

1.Tap the Sleep button.

2.Choose your desired sleep mode and tapit.

3.Tap the X button to back to the main control screen.

4.The selected sleep mode indicator will appear on the screen.

Samplel Samplel Mode | Sleep enabled
Cool Yes
Fan
Dry
Heat Yes
Auto
Sleep X
IO
@ @ @ Sleepis disabled on Fan/ Dry/Auto mode.
ON/OFF  Mode FanSpeed Precision E
Air Flow
I
Eco Sle Timer More

Note:
The Main confrol screen may appear slightly different ,depending on the air conditioner model.
Example as below:

Samplel Samplel

@ Sleep

Sleep X

QL8| 0.

ON/OFF Mode Fan Speed Swing Flow

oS Standard The aged Child
GRO
Sleep’

Turbo Eco Timer

Note:
Sleepis disabled on Turbo/Sleep mode too for some air conditioner model.
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Air conditioner control

Control form 2 - Timer(on) setting

1.Tap the Timer button.

2.Tap +inthe upper right corner of the Timer main screen.
3.Choose the Time/Repeat/Switch OFF then tap Save.
4.The timer (off) will appear on the Timer main screen.

Samplel m

No Timer
© @
00
ON/OFF Mode FanSpeed Precision
Air Flow
Eco Sleep Timer More
Tap repeat > then tap your
desired repeat days or
Once, then tap Confirm your
selection. < Timer e
. Cancel Repeat Conﬁrn-TES
Slide up or P 21:29 | @)
downfoselect —t— 21+ 29 Once OFF, Weekday
fime Monday J
Tuesday J
Repeat Monday.... >
P Y Wednesday J ;D
Switch OFF> = Thursday J
Friday N,
Saturday
Sunday
Tap Switch > thenslide the
screen to choose ON and Confirm.
Save
X Cancel  Switch  Confirm

ON
OFF
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Air conditioner control

Control form 2 - Timer(off) setting

1.Tap the Timer button.
2.Tap +inthe upper right corner of the Timer main screen.
3.Setthe Time/Repeat Date/Switch(ON)/Temperature/Mode/Fan speed/Air Flow as your desired and then tap Save.

4.The timer will appear on the Timer main screen.

Slideupordown —|

fo selecttime

Samplel

©® @ 6

ON/OFF Mode FanSpeed Precision
Air Flow

®© @

Eco Sleep Timer More

< Timer

16 19
Repeat Monday.... >
Switch ON>
Temperature 25 C>
Mode Cool>
Fan Speed Mid> ——
Precision Air Flow Up-Down Swing

Save

< Timer e
21:29 a
OFF, Weekday
04:30 a
OFF
Tap repeat > thentap your
desired repeat days or
Once, thentap Confirm your
selection.
< Timer e
Cancel Repeat Conﬁrraé)
Once 21:29 a
Monday J OFF, Weekday
Tuesday J 04:30 (@)
Wednesday J OFF
<
Thursday J D 16:19 [ @)
Friday «/ ON,Cool,Mid,Up-Down Swing 25C,M...
Saturday
Sunday
Tap Switch>thenslide the
screen to choose ON and Confirm.
Cancel Switch  Confirm
ON
OFF

Tap Temperature/Mode/Fan Speed/
Air Flow > one by one then set as your
desired as mentioned on the previous
chapter and tap Confirm the sefting.
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Air conditioner control

Control form 2 - Timer management

1.Change the Timer setting:

Tap anywhere of the tfimer list bar except the switch bar o getinfo the Timer setting screen, change the sefting and then fap save.
2.Enable or Disable the Timer:

Tap the left of the swifch to disable the Timer. Tap the right of the switch to enable the Timer.
3. Delete the Timer:

Slide the list bar of the Timer from right to left until Delete button appear, then tap delete.

< Timer o < Timer e

21:29 © [ @) 21:29 % slid leftto disable the Timer.
OFF, Weekday OFF, Weekday

04:30 «@ 04:30 (}D slidright to enable the Timer
OFF OFF

16:19 «@ 16:19 «@

ON,Cool,Mid,Up-Down Swing 25C,M... ON,Cool,Mid,Up-Down Swing 25°C,M...

kday

04:30 [ @)
OFF
16:19 [ @)

ON,Cool,Mid,Up-Down Swing 25°C,M...
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Air conditioner control

Control form 2 - More functions

1.Tap the More button to operate additional functions if it appears on the screen.

Samplel

@ .
<
5]
o

Display Buzzer Anti-Mildew

>
g
)

GEN Mode ™ Health Reservation »
r @
Electricity Electricity Self-diagnosis»

Management® Monitoring »

©® & G

ON/OFF Mode FanSpeed Precision
Air Flow

Eco Sleep Timer More
Note: Some air conditioner Note: The appearance maybe different, someicons
model don'thave the more willlbe hiddenif the air conditional do no have this
button. function or do not enable on the currentmode.

2.Tapthe” @ " to switch on/off the indoor LED display.

Display

3.Tapthe” " to switch on/off the buzzing when operating through Wi-Fi APP.

Buzzer

4.Tapthe” @ “uttonto activate the Anti-Mildew function, if itis availalole on the screen.
Anti-Mildew

After ACturning off , it will start drying, reduce residual moisture and prevent mould, after function
finish, it will automatically turn off.

5.Tapthe” “button fo switch on/off the healthy function, if itis available on the screen.
Health

It activate the antibacterial ioniser function.This function only for models with the ioniser generator.

GEN Mode Xg

U

6.Tapthe” “boutton, if it is available on the screen.

GEN Moder

Inthis Mode, you can choose one of the three levels of current. @
Lv3

The air conditioner will maintain proper current fo save energy.
Lv1 Lv2
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Air conditioner control

Control form 2 - More functions

7.Tap the “Electricity Monitoring” button if it is available on the screen. In this function, you can monitor the air conditioner electricity
consumption.

= You can tap this buttonto
Electricity monitoring G2 Electricity monitoring
pop up the calender then
o <o > select the date.
o
Electricity
Monitoring »
|| I
13:00 14:00 15:00 16:00 17:00 18:00 H . 03-09 03-10 03-11 03-12 03-13 03-14 03-15|
PIERERIT) 2019-03-11 2019-02 2019-03
0.32 kwh
10.83 hour
8.Tap the” " button, ifitis available on the screen.
Self-Cleaning ‘
Check the details of the Self-Cleaning function on User Reservationy
Manual.
9.Tapthe*” “button, if it is available on the screen. S Reservation Q
8C Heat
This function help keep the room temperature over 8°C. 16:19:00 @
Check the details of the 8 Heat function on User Manual. 16 19 ON, Cool, Mid,Up-Down Swing 25°C,M...
After the reservation is set up, the air conditioner
. s . will automatically reach your set requirement at your
10.Tap the “Reservation” button, if it is available on the | appointment time.
screen. Repeat setting M onday.... >
You can set the time, repeat day, temperature, mode, Temperature 25C>
fanspeed, air flow as you desired and then fap Save to
. . Mode Cool>
activate the function.
The air conditioner will automatically reach your setftings FanSpeed Mid >
atthe appointment fime.
Precision Air Flow Up-Down Swing>
‘
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Air conditioner control

Control form 2 - More functions

1. Tap the “Self-diagnosis” button, if it is available on the screen. The air conditioner will automatically diagnosis itself and indicate the
Error code and the problem instructions if possible.

Self-diagnosis Self-diagnosis

48%

Checking

Qe

Self-diagnosis »

Error code: EO
Indoor and outdoor
communication failure

OK

12.Tapthe” @ “buttonifitis available on the screen.

Photosensitive

This function allow the air conditioner fo turn on/off the display automatically according fo the light intensity.

13.Tapthe” @ “puttonifitis available onthe screen.

Soft Wind

Inthis function, the air conditioner will blow soft airflow through the micro holes on the deflector.



Air conditioner control

Device details and management

Tap 7 on control form1or fap ...on control form2 , getinto the device details screen.
Here you can get some useful information and sharing the device to other accounts.
Check the following pictures and instructions carefully.

Control for

ml

< Sample2

W/
S,

)
LA R

L

N 7
= 2
= 2 30C =
= =
2 S et Temperature \Q

Z2ENRN

-

N

Control form2

Samplel

ORCRONC)

ON/OFF Mode FanSpeed Precision
Air Flow

OJCROX®,

Eco Sleep Timer More

a0 <% = ®©
Mode Fan Function Timer
< Details of device
Information
) Modify Device Name kxS
Tapt(? change fhe device Device Location Dining Room >
location to another room

Feed back the problems or some
suggestions to the APP administrator

Supported Third-part Control
o oy

Others

Device Sharing

Device Info

| — Feedback

Check for Firmware Update

Remove Device

Tap to check the network status

Check Device Network Check Now >—+———

Tap to check the network status

Tap to got the instruction for connecting the
amazon alexa or Google Assistant voice
controller

Tap to sharing the device to other account

Tap to check the Virtual ID/Wi-Finame/IP address
/Time Zone/Wi-Fisingle strength

Check and update the firmware

Tap toremove the device and the

26

device willbe reset automatically
once be deleted



Air conditioner control

Device details and management

How to share the devices to other accounts?

1.Tap “Device Sharing” and pop up Device Sharing screen.

2.Tap"Add Sharing".

3.Select the region and enter the account which you want fo sharing.
4.Tap "Completed”, the account will appear on your sharing list.
5.The received sharing members should hold pressing the home screen and slide down to refresh the device list, the device will

appear on the device list.

< Details of device
Information

Modify Device Name x>
Device Location Dining Room >

Check Device Network Check Now >

Supported Third-part Control

[9) o
Others

Device Sharing >
Create Group >
Device Info >
Feedback >
Check for Firmware Update >

Remove Device

< Details of device

It is recommended to set permanent resident as family
member to control the device Family Settings

Sharing List

Alias namel
PR ——

Adding sharing

< Details of device < AddSharing  Completed
It is recommended to set permanent resident as family B
member to control the device Family Settings
Region  China +86 >
Account sk ok sk ok ok sk ok ok ok ok
number
Adding sharing D
my home v/ +
A Welcome home
:O: Set your home location, get more > .
/TN information Hold onandslide downto
All Devices  LivingRoom Master Bed refreshthe device list.
Hold the bar about 3s
then you can delete sample1
the sharing account. = @

Sample2
= ©)

Home Me
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